


       Steel grit blasting

       Acid wash

       Phosphate treatment

       Heated silicone treatment

       Powder coat finish

Design may vary from model shown.

Optional Features:

· Color

· Axles

· Deck on neck 20' + to 40' Pull Out Ramps 7 k to 12 k 14,000 to  24,000 lbs 4,310 to 8,533 lbs

Axles GVWR WeightSizeRamps

5-step painting process:

DKO-SP DECKOVER

Treated wood
decking

Spare tire & mount
on the neck

Lockable 3.5 cu.
ft. toolbox

Rubrail and
pockets on side

Straight deck with
Pull Out Ramps

Sides & rear
LED markers
DOT approved

Adjustable
Pup Up
(4-Positions)
2 - 5/16"
coupler

2 -Safety chains

All weather
wiring and 
harness

Safety
break-away
system w/cable

(2) 12,000 lbs
adjustable spring
loaded leg crank jack

Built-in
Side step

12" Ultra strong
I Beam Frame

3" Channel bed
16" OC cross
members

Multi leaf 
spring
suspension
with equalizer

16" 8-Hole
Wheels

Quick lube
hubs & dust
caps

7,000 lbs, 8,000 lbs,
10,000 lbs or 12,000 lbs
Tandem axles, with electric brakes

Reflective
DOT safety tape

12"
Engineered
gooseneck

movingforward@durahaul.com
US toll free 844-877-6221

www.durahaul.com

STRAIGHT DECK AND PULL OUT RAMPS

Powder coat
superior paint finish




