


SLT SILAGE TRAILER 

DH-G01 DH-G02 DH-G03 DH-G04 DH-G04

DH-R01DH-B02DH-B01DH-G01DH-Y01

Dimensions
Overall length 38', width 102", height 12'4"

Weight             36' x 36                     38' x 36
                           17,600 lbs                18,600 lbs

Sides
56" high solid sides built from 12 gauge steel plate
68" high solid sides built from 12 gauge steel plate

Top extensions
36" high removable extensions with stainless steel spring 
loaded latches. (Optional size 12", 24", 36")

Floor members
2" x 2" square tubing crossmembers at 12" centers for high 
durability

Floor
12 gauge carbon steel floor
1/2" UHMW plastic floor (optional)

Live floor
2 - full length 30" wide chains with 88C chain links

Sub-frame
10" C Channel with the 5" structural I Beam as crossmembers

Suspension Frame
1/4" steel weld-on frame

King pin plate
3/8"  welded king pin plate

Suspension
Air ride suspension

Axles
2 - 77.5" track 25K axles

Wheels
8 - 8.25 x 24.5 steel wheels

Tires
8 - 11R x 24.5 tires

Landing Gear
2 speed jacks with sand shoes, crank on roadside

Lights
Full DOT approved LED sealed lights, fully enclosed conduit 
with junction box

ABS
ABS sensors on rear axle

Rear bumper
3" x 4" DOT approved under ride bumper

 5-step painting process

          Sandblasting

          Acid wash

          Phosphate treatment

          Heated silicone treatment

           High quality powder coat finish

 Available options

          Air-ride suspension

          Lift axles

          Numerous tarp options

          Custom lengths & side heights

          Wheels & tire options

          Various color options

Dimensions Axles

Options, color, and design may vary from model shown.

Specifications may vary by model ordered.
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