


  

       Steel grit blasting

       Acid wash

       Phosphate treatment

       Heated silicone treatment
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Design may vary from model shown.

Optional Features:

· Color

· Hydraulic Jack

5-step painting process:

DRO-FT DECKOVER FULL TILT

Safety break-away
system w/cable
& battery

Adjustable hitch
(5-Positions)
2 - 5/16"
coupler

12,000 lbs spring
loaded adjustable
leg crank jack

Formed
front
stop rail

movingforward@durahaul.com
US toll free 844-877-6221

www.durahaul.com

2 - Safety
chains

Spare tire
and mount

Lockable 
toolbox, charger,
pump, battery &
remote control 

Built-in
side step

Winch
plate

Security
lock system

1/2" D-Rings
(6 around deck)

Treated wood
decking

Powder coat
VXSHULRU�SDLQW�ĆQLVK

Rubrail and
stake pockets
on sides

Sides & rear
LED markers (11)
DOT approved

7,000 lbs or
8,000 lbs Tandem
axles, includes
electric brakes

Quick
lube hubs
& dust caps

Multi leaf
spring
suspension
with equalizer

16" 8-Hole
Wheels

ST 235/80 R16
LRE Tires 14 Ply

3" Channel bed
16" OC cross
members

8" Ultra strong
I-Beam Bed

5HćHFWLYH
DOT safety
tape

8" Ultra strong
I Beam Frame

3/16 gauge
diamond plate
rear ramp

Hydraulic
Cylinders

20' 7 k - 8 k 14,000 to 16,000 lbs 4,564 lbs

22' 7 k  - 8 k 14,000 to 16,000 lbs 4,814 lbs

24' 7 k  - 8 k 14,000 to 16,000 lbs 5,114 lbs

Axles GVWR WeightSize


