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Specifications may vary by model ordered.

» Capacity » Wheels
23.5 cubic yards with 6" bang boards 8-8.25x%x24.5 steel wheels
» Dimensions » Tires
Length 40! width 96", height 8'11" 8-11Rx24.5tires
» Weight » Lights
12,850 Ibs Full DOT approved LED sealed lights, fully enclosed conduit
with junction box
» Sides
Skeleton sides » ABS

ABS sensors on rear axle

» Upper hopper
Constructed with 10 gauge steel plate » Rear bumper

Push block with DOT approved under ride bumper

» Lower hopper
Constructed with 3/16" steel plate »  Available options

v Air-ride suspension

v Lift axles

v Numerous tarp options

v Wheels & tire options

» Gates
3/16" steel gates, bar stops, manually air controlled and also
electric controlled from cab of truck

» Air system v Various color options
2 -8"OEM bore cylinders with 60 gallon reservoir, comes with v Front and rear shed plate
oil and water filters ~ Air pintle hitch

. v Hutch H-200 3 spring single point suspension
» Suspensions

Hutch H-9700 series 4 spring 3 leaf suspension, also available
in air ride suspensions

DURA-HAUL

POWDER COATING PROCESS
» Axles .

2-25000Ibs 71 1/2" track axles, also available in 77 1/2"

..

» Fifth wheel
Oscillating fifth wheel plate

DH-GO1 DH-G02 DH-GO03 DH-GO04
DH-Y01 DH-GO1 DH-BO1 DH-RO1 *Features and specs may change at any time without notice.
**Design may vary from model shown.






